o
w
> | n
o | —
>
o w
w o
0
= [ w
> ~
w <<
x| o
Mol o
<X | D
a9| ©
o
5l &
N>
>
2o &
Fa
<uW| O
_l% §
=]
O~| O
aun |:.|EJ
<uw
oal O
—
a
H <
I =
S} =
— <t
n|
14 o
w =
> W
(o] -
o
z| O
o
— a
0| <
w| N
ol T
w
o

DEPARTMENT OF TRANSPORTATION

STATE OF CALIFORNIA

#4/0, 15 kV cable (three phase)
750 meter (Max) W

DIST| COUNTY ROUTE oTar baoveer | S le | |shEeTs
12.2/14.3 [407a
04 |SF,Ala 80 0.0/4.0 08541 1204
Chion 03/08/10

REGISTERED ELECTRICAL ENGINEER DATE
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/ Supply Side ?
Wire : L Cable shleIF::Ip !
termination (Typ) maximum poTen'I'luI
rise = 25 V

#4/0, 15 kV cable
750 meter (Max)

15 kV splice kit , #4/0, 15 kV cable

750 meter (Max)

XSpIice
AT -

15 kV splice kit

05-06-2010
PLANS APPROVAL DATE
PB AMERICAS, Inc.

A Parsons Brinckerhoff Company
303 Second S+t., Suite 700N
San Francisco, CA  94I07-13I7

The Stdte of Callfornla or Ifs officers or agents shall not be responslble for
the accuracy or complefencss of electronic coples of this plan sheef.

Ground cable shield at supply
side only. Connect phase

A, B and C shields to system
ground conductor

Calfrans now has a web sltel To get fo the web slfe, go fo htp://www.dot.cagov

#4/0, 15 kV cable
750 meter (Max)
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Supply Side chle shield, Supply Side
maximum po+en+|ql

rise = 25 V (Typ)

Wire

termination (Typ) Ground

ground

SHIELD GROUNDING - DETAIL 3

Furnish and install 103 mm liquidtight
flexible metal conduit with insulated
grounding bushing at both ends

Existing 15 kV
cable tray
Conduit to cable tray ot

swivel clamp (Typ) L

Stainless steel cable and
/7condui+ clamp (Typ)

#2 BCW, conduit
to cable tray
bonding jumper
(Typ)

~<— Diaphragm
(Typ)
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Furnish and install horizontal tee cable
+ray, 914 width, 610 bend radius and

152 high side rail with straight sections
and covers, see note 1

PLAN - DETAIL 6

15 kV Spllce Cable Tray installation between diaphragms
See E-835 for Splice Cable Tray Location

THIS PLAN ACCURATE FOR ELECTRICAL WORK ONLY.

side only. Connect phase
A, B and C shields to system

ZFurnlsh and |ns+dll insulated
grounding bushing at conduit
end and clamp conduit to tray

‘ . For splice cable tray support details,
o ____ 4}/ see sheet E-836.

_—
Supply Side

SHEET NOTES:

€

cable shield at supply

Cable tray bonding jumper assembly shall be
Cooper B-Line Catalog #99-40 or approved
equal. Mounting hardware shall be hot dipped
galvanized steel, ribbed neck carriage bol+t,
serrated flange hex nut, flat and lock
washers.

conductor (Typ)

See sheet E-836, Table A for conduit location
and designation ‘number-.

@

Furnish and install horizontal tee
cable tray, 914 width, 610 bend
radius and 152 high S|de rail with
s+_r;c|%h+ sections and covers, see
note

~—Diaphragm

#2 BCW, conduit e

to cable tray
l()ond)lng jumper
T

LFMC-B

@ (Typ)

bd
Existing TOS/COM

LFMC-A cable tray

Stainless steel cable
and conduit clamp (Typ)

Conduit to cable tray |

r REQUEST FOR INFORMATION NOT ADORESSED IN THIS CCO REMAIN IN FORCE
swivel clamp (Typ)
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Furnjsh and install 103 mm liquidtight /O\ [53/08/10)MEP INTEGRATION syc| FW| 110} |5
flexible metal conduit with insulated MARK| DATE DESCRIPTIONS BY |CH'D CCO# S
grounding bushing at both ends (Typ) REVISIONS =N
CONTRACT CHANGE ORDER NO. g @
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o
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